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DEPENDABLE BRAND
	 From Olympic Games to U.S. and international 
airports, Garrett has the proven experience, exper-
tise and reliable products you need to design the 
most effective security screening checkpoint for 
your unique application. 
	 Whether it’s a single walk-through unit or a 
thousand, trust Garrett Metal Detectors to make 
your facility or event more secure. After all, your 
loyal patrons deserve safety, security and peace of 
mind.

Security’s Global 

Leader Of  

Walk-through 

and Hand-Held 

Metal Detection 

Products

AMERICAN-MADE INNOVATIONS
More than four decades of success have acknowl-
edged Garrett as the worldwide leader in design 
and manufacture of metal detection equipment. 
Garrett developed and holds patents on such 	
innovative products as the widely popular Super-
Scanner, a wide range of walk-through detectors 
and a complete line of ground search detectors. 
All Garrett products are designed, assembled, 
tested for quality control and shipped from the 	
company  headquarters in Garland, Texas, USA.

The world’s most 
respected metal 
detectors for security 
and law enforcement.

Garrett’s American-made security products 
incorporate computer-controlled surface 
mount PC board technology.

Each Garrett security product undergoes a 
strict quality-control process before leaving 
the factory.

All products are designed and manufactured in accordance with 
Garrett’s ISO 9001 certified Quality Management System.
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Model # 1168410 U.S.
1168420 InternationalWALK-THROUGh Detectors PD 6500i 

™

• 33 Pinpoint Zones to precisely identify multiple target 
locations from head to toe on the left, center and right sides of 
the body.

• Dual Detection: with transmitters and receivers in each 
panel, the PD 6500i is the equivalent of two detectors in one. By 
scanning from both sides, the PD 6500i provides superior detec-
tion, uniformity and performance.

• Advanced Broadband Detection Technology 
provides superior target analysis, ferrous and non-ferrous 
weapons detection, discrimination and higher patron throughput.

• Meets Transportation Security Administration 
(TSA), European Airports and other international security 
standards.

• Superior Versatility: selectable settings designed for 
airports, courthouses, prisons, schools, facilities, special events, 
mass transit, loss prevention and many other applications.

• Optional Accessories: CMA provides networking, re-
mote control, monitoring, and data analysis (see pg. 10).

• Meets IP55 Standards for moisture and foreign matter 
protection. 

• Limited 24-month warranty: parts and labor. 

FEATURES

Enhanced Pinpoint Walk-Through Metal Detector
The PD 6500i leads the industry with superior pinpoint technology 
and unmatched discrimination features. Designed for maximum patron 
throughput without compromising security, the PD6500i is the walk-
through of choice for security professionals worldwide.

Advanced Multiple  
Target Pinpointing

The only metal detector approved for U.S. and 
European airports that indicates whether multiple 
targets are located on the left, right or center of 
the body as well as vertical location. 

◄ The PD 6500i’s pinpointing shows a metallic target on this patron’s left side at shoe level.

▼ The PD 6500i’s 
access control panel 
is designed for use 
with specific, multi-
level security codes.
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Pinpoint the Threat with the 33-Zone PD 6500i

PACING
► LED pacing 
lights, located on 
the vertical panels 
of the entrance 
side, display a red 
“wait” symbol or 
a green “proceed” 
symbol for traffic 
control.

PINPOINTING
◄ Red pinpoint lights on the detector’s 
exit side provide exact target location 
information using 11 vertical and three 
horizontal positions—making 33 total 
detection zones.

PROGRAMMING
► In addition to 33 detection zones, 
the PD 6500i is shipped with program 
and sensitivity settings which are suit-
able for many security applications. 
There is no need to change software 
to change applications. 
	 Program settings include:

•	 Airports
•	 Schools
•	 Courthouses
•	 Buildings
•	 Special Events
•	 Prisons
•	 Nuclear
•	 Loss Prevention

Analyze your security checkpoint’s 
effectiveness with special Garrett 
accessories. See page 10.

33-ZONE-PROTECTION
▲ The PD 6500i has 33 total detection zones: 11 from top to bottom, 
each having three separate detection zones to indicate left, center 
or right side of a patron. Each detector is shipped with a detailed 
owner’s manual and DVD which explain zone adjustment options.
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• 	Multi-dimensional scanning indicates whether a  
	 metal target is located on the left, right or center of the archway.

•	 Uniform detection field eliminates “hot spots.”

•	 20 standard programs for security application versatility.

•	 Microprocessor technology in detection and control  
	 circuitry. Maximum of 200 distinct sensitivity levels.

•	 Overhead control unit: LCD, alarm light, LED bar graph  
	 and control touchpads—plus all wiring, connections and  
	 electronics—are integrated into a single external overhead control  
	 box compartment to eliminate wire exposure.

•	 Tamper proof settings through computerized access codes.

•	 Three levels of ankle boost sensitivity.

•	 Self diagnostic program: complete and automatic.

•	 Multiple coil design to minimize false alarms.

•	 Rugged, lightweight design provides simple maintenance  
	 and easy portability.

•	 Easy assembly: designed with only four (4) pieces and  
	 eight (8) screws. Simple-to-follow instructions.

•	 Optional battery pack for use anywhere; provides up to 20
	 hours of backup.

• 	Limited 24-month warranty: parts and labor. 

FEATURES

Walk-Through Metal Detector
The MT 5500 walk-through detector provides maximum throughput 
with exceptional scanning technology—locating metal targets on the 
left, right or center of its archway. The popular MT 5500 meets the  
demanding needs of security professionals worldwide who trust its  
ability to maintain patron flow rate with minimal alarms.

WALK-THROUGh Detectors Model # 1167700 U.S.
1167720 International MT 5500 

™

Three Levels of Audio and 
Visual Detection

Multiple coil circuitry with dual alarm LED lights 
and audible alarms indicate whether a target is 
on the left, right or center of the archway. 

▲ The Garrett MT 5500 
walk-through offers 
multi-dimensional scan-
ning and versatile pro-
gramming options.
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Model # 1167410 U.S.
1167420 International CS 5000 

™

• 	 Microprocessor technology in detection and control  
	 circuitry—includes 20 standard application programs.

• 	 Overhead control unit: LCD, alarm light, LED bar graph  
	 and control touchpads—plus all wiring, connections and  
	 electronics—are integrated into a single overhead compartment  
	 to eliminate exposure of wires and the external control box.

•	 Uniform coverage from archway to floor.

•	 Greater sensitivity for detecting metal weapons—
	 maximum of 200 distinct sensitivity levels.

•	 Continuous online report of operating status.

•	 Tamper proof settings through computerized access  
	 codes.

•	 Three levels of ankle-boost sensitivity.

•	 Self diagnostic program: complete and automatic.

•	 Noise reduction to prevent false alarms.

•	 Rugged, lightweight design for simple maintenance  
	 and easy portability.

• 	 Easy assembly: designed with only four (4) pieces and  
	 eight (8) screws. Simple-to-follow instructions.

•	 Optional battery pack for use anywhere; provides up 
	 to 20 hours of backup.

• 	 Limited 24-month warranty: parts and labor. 

FEATURES

Walk-Through Metal Detector
The CS 5000 is one of the industry’s most economical and effective 
walk-through metal detectors. Its microprocessor technology offers 
greater sensitivity for detecting weapons from the archway to the floor. 
It is constructed with attractive scratch and mar-resistant laminate with 
resilient end caps to endure high-volume security checkpoint usage.

Cost Effective
Solid Security

This detector offers economy along with 
solid performance for high-volume security 
checkpoint stations.

WALK-THROUGh Detectors

▲ The Garrett CS 5000’s 
control touchpads allow 
security supervisors to 
select from 20 standard 
application programs.
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•	 Weatherproof overhead cap assembly houses all
	 electronics to prevent moisture penetration.

•	 Constructed of heavy-duty 3/32” armor aluminum  
	 plates and protective corner edge protectors for maximum  
	 protection against physical abuse.

•	 Microprocessor technology incorporated in detection and  
	 control circuitry offers greater sensitivity to weapons screening.

•	 Automatic self-diagnostic function reports failures
	 on the LCD.

•	 Durable construction with quick assembly design.

•	 Multiple coil design provides detector with three levels of
	 ankle boost sensitivity.

•	 User-friendly programming for precise control of the
	 detector’s settings.

•	 20 standard programs for a variety of security applications.

•	 Moveable display keypad can be located inside the locked
	 and weatherproof overhead cap assembly.

•	 Specifically designed with reinforced, environmentally-
	 durable materials to meet the needs of prison facilities.

•	 Limited 24-month warranty: parts and labor.

FEATURES

Walk-Through Metal Detector
The MS 3500 is designed to withstand all types of weather conditions 
and rough handling. It is designed to stand up to the rugged demands 
of jails, prisons and other facilities requiring maximum security. It also 
offers uniform coverage, excellent sensitivity, stability and noise rejec-
tion for more precise target evaluation.

WALK-THROUGh Detectors WALK-THROUGh METAL Detectors SPECIFICATIONS chartModel # 1167200 U.S.MS 3500 
™

Reinforced Panels for
Rough Conditions

Heavy-duty armored aluminum plates pro-
vide durability for rough environments such 
as prisons and outdoor checkpoints.

◄ The Garrett MS 3500 features heavy-duty 
construction designed to protect the unit 
from rugged handling and physical abuse.
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WALK-THROUGh METAL Detectors SPECIFICATIONS chart

Garrett Walk-Through Safety
Garrett walk-through metal detectors meet U.S. and international regulatory requirements for electromagnetic 
safety. Extensive research has found no information that would indicate Garrett products have adverse effects 
on pregnancy, medical devices (such as pacemakers) or magnetic recording media. However, directives by 
physicians and medical device manufacturers regarding metal detectors should be followed.  

Width 30” (0.76 m)
Height 80” (2.03 m)
Depth 23” (0.58 m)

Width 35” (0.90 m)	
Height 87” (2.21 m)
Depth 23” (0.58 m)

Width 35.5” (0.90 m)
Height 91.5” (2.32 m)
Depth 6.25” (.16 m)

165 lbs. (74 kg)	

-4º F (-20º C) to +158º 
F (70º C); Humidity to 
95% non-condensing.

Fully automatic 100 to 240 
VAC, 50 or 60 Hertz, 55 
watts; no rewiring, switching 
or adjustments needed.

Meets TSA requirements 
for U.S. airports and ECAC 
requirements for European 
airports. Meets Electrical 
Safety and Compatibility 
Requirements for CE, FCC, 
CSA, IEC (CB certification), 
ICNIRP and IEEE.

Meets IP 55, IEC Standard. 
“Degrees of Protection 
provided by Enclosures,” 
IEC 529.

Attractive scratch and mar-
resistant laminate. Detection 
Heads and Support: heavy 
duty aluminum.

Solid state switches (low 
voltage AC or DC) for 
operating external alarms 
and control devices.

Remote ability with Desktop 
Remote Control with Zone 
Indication and via network 
with CMA Interface Module.

33 zones: audible, visual and 
remote alarms.

PD 6500i 
™ MT 5500™ CS 5000™ MS 3500™

Passageway Interior Size

Overall Exterior Size

Shipping Size

Shipping Weight

Operating Temperatures

Power

Regulatory Information

Weatherproofing

Construction

Control Outputs

Networking

Alarm Indicators

Width 30” (0.76 m)
Height 80” (2.03 m)
Depth 23” (0.58 m)

Width 35” (0.90 m)	
Height 87” (2.21 m)
Depth 23” (0.58 m)

Width 35.5” (.90 m)
Height 91.5” (2.32 m)
Depth 6.25” (.16 m)

135 lbs. (61.2 kg)

-4º F (-20º C) to +158º 
F (70º C); Humidity to 
95% non-condensing.

Fully automatic 100 to 240 
VAC, 50 or 60 Hertz, 55 
watts; no rewiring, switching 
or adjustments needed.

Meets Electrical Safety and 
Compatibility Requirements 
for CE, FCC, CSA, IEC (CB 
certification), ICNIRP and 
IEEE.

Meets IP 31, IEC Standard. 
“Degrees of Protection 
provided by Enclosures,” 
IEC 529.

Attractive scratch and mar-
resistant laminate. Detection 
Heads and Support: heavy 
duty aluminum.

Solid state switches (low 
voltage AC or DC) for 
operating external alarms and 
control devices.

Remote ability with Desktop 
Remote Control and via 
network with CMA Interface 
Module.
 
Left, right, center zones:  
audible, visual, remote alarms.

Width 30” (0.76 m)
Height 80” (2.03 m)
Depth 23” (0.58 m)

Width 35” (0.90 m)	
Height 87” (2.21 m)
Depth 23” (0.58 m)

Width 35.5” (.90 m)
Height 91.5” (2.32 m)
Depth 6.25” (.16 m)

125 lbs. (56.7 kg)

-4º F (-20º C) to +158º 
F (70º C); Humidity to 
95% non-condensing.

Fully automatic 100 to 240 
VAC, 50 or 60 Hertz, 55 
watts; no rewiring, switch-
ing or adjustments needed.

Meets Electrical Safety and 
Compatibility Requirements 
for CE, FCC, ICNIRP and 
IEEE. Power supply meets 
UL, CSA, TUV and VDE 
standards.

Meets IP 31, IEC Standard. 
“Degrees of Protection 
provided by Enclosures,” 
IEC 529.

Attractive scratch and mar-
resistant laminate. Detection 
Heads and Support: heavy 
duty aluminum.

Solid state switches (low 
voltage AC or DC) for 
operating external alarms 
and control devices.

Remote ability with Desktop 
Remote Control and via net-
work with CMA Interface 
Module.

Audible, visual and remote 
alarms.

Width 30” (0.76 m)
Height 80” (2.03 m)
Depth 20” (0.51 m)

Width 50” (1.27 m)	
Height 89” (2.26 m)
Depth 20” (0.51 m)

Top Box (Qty. 1): W: 25” (.64 m)
H: 55” (1.40 m);  D: 7.5” (.19 m)

Side Panels (Qty. 2): W: 25” (.64 m)
H: 92.5” (2.35 m);  D: 11” (.28 m)

242 lbs. (119.7 kg)

-4º F (-20º C) to +158º 
F (70º C); Humidity to 
95% non-condensing.

Fully automatic 100 to 240 
VAC, 50 or 60 Hertz, 55 watts; 
no rewiring, switching or 
adjustments needed.

Meets Electrical Safety and 
Compatibility Requirements 
for FCC, ICNIRP and IEEE. 
Power supply meets UL, CSA, 
TUV and VDE standards.

Meets IP 55, IEC Standard. 
“Degrees of Protection pro-
vided by Enclosures,” IEC 529.

Rugged, heavy duty 3/32” 
armor aluminum plates with 
resilient corner caps to protect 
against maximum abuse.

Solid state switches (low volt-
age AC or DC) for 
operating external alarms and 
control devices.

Remote ability with Desk-
top Remote Control and via 
network with CMA Interface 
Module.

Audible, visual and remote 
alarms.

Visit garrett.com to 
download detailed 
specification sheets 
on any Garrett 
security product.

PN 1168410 / 1168420 PN 1167700 / 1167720 PN 1167410 / 1167420 PN 1167200
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Control Monitor Analyzer (CMA)—
The CMA Interface Module is used  with a 10/100baseT network 
and a personal computer. It allows control, real time monitoring and  
diagnostics from a remote location. The internal memory records 
all changes to settings and passenger traffic and alarm history for  
analytical evaluation. For use with Garrett PD 6500i, MT 5500 or CS 5000 models.
(Model # 1168310)

•	 Gain real-time access to all walk-through detectors  
	 on your network.

•	 Analyze security checkpoint alarm rates, patron counts  
	 and other diagnostic statistics. (With Garrett PD 6500i only.)

•	 Check settings and diagnose issues with detectors on  
	 your network.

CMA Interface Module™

Walk-Through Detector Accessories

MONITOR
▲ View and save 
downloaded data 
from all the walk-
throughs in your 
network to monitor 
patron counts and 
alarms. 

ANALYZE
▲ The CMA allows for analysis 
of the activities and statistics for 
each walk-through metal detector 
in your network.

CONTROL
► Supervisors can use the 
CMA Interface Module to 
remotely troubleshoot or 
change detector settings.

Real-time network access to your metal 
detector data with Garrett’s CMA Console


